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ASSEMBLY

2. CONNECT THE CABLES

3. CONNECT THE iPAD 4. POWER UP

1. GET STARTED

A. Feed the provided Anker USB-C power ca-
ble through the kiosk and plug it into a power 
source. B. Route the Anker USB-C power cable 
through the cable paths and plug it into the 
port labeled “Power In.”

E. Reattach the faceplate right (or “hooked”) 
side first. Slide the tabs into the enclosure, 
and firmly press down on the left edge (F) 
to fully engage the latch. TIP: be sure to 
remove the kiosk key from the back of the 
kiosk before securing the faceplate.

On the back of the unit, insert the kiosk key 
into the barrel lock and twist to unlock the 
front panel. Remove the faceplate from the 
kiosk by pulling the left side of the plate first, 
and then unhooking the right side. Remove 
the kiosk key from the back of the kiosk.

D. Plug in the iPad 
and place it into 
the kiosk

DETAIL: Apple USB-C plug flips up and over to 
fit flush between the iPad and Kiosk wall.

C1. Plug the Apple-provided USB-C cable into 
the port labeled “iPad.”C2. Secure the other 
end of the Apple-provided USB-C cable along 
the left-side cable path and beneath the strain 
release (small black tab). Close the strain 
release, securing the cable (shown in green). D. 
If you have accessories, use Port 1 & 2. Secure 
your cable(s) with the bottom cable path. 

To power-on the iPad, use the provided access 
key fob to press the power button on the 
lower right side of the kiosk.
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